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available in 3 standard colors 


New steel classroom wardrobes can harmonize with surrounding interior decorations. Wardrobes are 
available in three standard baked enamel colors .... mist gray, desert sand and sea shell green. 
For individual painting on the job a prime coat is furnished. This prime coat (No. 101) is a neutral 
shade, providing a good base for modern pastel colors. Facilities for factory painting of other colors 
are also available at slight extra cost. 



The Richards-Wilcox “In-A-Wall” wardrobe is designed and engineered to give functional beauty, 
modern color harmony and flexibility of arrangement. A single pupil's wardrobe may be provided 
with 3, 4, 5, or 6 individually operated doors. 

Each door is supported on a single heavy duty, full height ball bearing floor pivot assembly, with 
1" solid steel connecting rod extending from floor to head jamb. Standard operating equipment 
includes floor pivot assembly, top guide and track, with bow handles. 

Since no floor tracks or protruding arms are required, the entire entryway is unobstructed, per¬ 
mitting ready accessibility to the hat and coat racks. 

A standard single-door teacher’s wardrobe will be furnished whenever required, and is regularly 
equipped with pivots, locks, handles, and a single shelf with hanger rod. Whenever specified, a 
bookcase and supply cabinet will be furnished complete with pivots, locks, handles, and five ad¬ 
justable shelves. 


operating hardware The design of the floor pivot assembly permits a simplified adjustment in 6 directions so that the 
pupils' wardrobe doors can be maintained in perfect alignment. The floor pivot assembly is espe¬ 
cially heavy in construction, and designed to successfully withstand abuse and operate smoothly 
and efficiently. 


doors—steel Standard steel doors are constructed of top quality, cold rolled steel, will never warp and are fire 

and vermin proof. They are flush, insulated, 1 2 A" thick, 2'6" wide. Narrower or wider doors will be 
furnished if specified. Steel construction assures many extra years of lasting beauty, dependable 
performance and quiet easy operation . . . even under years of harder than average use. 

doors—wood Standard equipment includes 1 2 A" flush solid or hollow core doors 2 / 6 ,/ wide. Narrower or wider 

doors will be furnished if specified. Standard doors are available with any wood veneer. 


head and jamb Head and side jamb may be of wood or steel to comply with the type of doors used. 

hat and coat rack The In-A-Wall wardrobe features a sturdy steel hat and coat rack. Each four foot rack will efficiently 

accommodate 20 pupils. Racks are painted to match the In-A-Wall units for complete modern 
color harmony. 


chalkboard and corkboard In-A-Wall wardrobes may be equipped with either Cork Bulletin Boards or Chalkboards and Chalk 

Rails as desired. Corkboard and Chalkboard are available in various sizes and colors . . . for com¬ 
plete color harmony pick a color to complement the wardrobe units and surrounding interior 
decorations. 
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chalkboard 

Doors for pupils’ unit, supply cabinet, and teacher’s closet shall be 
equipped with chalkboard as specified. Chalkboard shall be 
complete with aluminum trim and metal chalk-trough, if required. 
To fully utilize valuable wall area it is recommended that all 
wardrobe doors be equipped with chalkboards. Chalkboards are 
usually !4" thick, however Richards-Wilcox Wardrobe hardware is 
designed to accommodate any normal thickness chalkboard. 


corkboard 

Doors for pupils’ units, supply cabinets, and teacher’s closet shall be 
equipped with corkboards as specified. Corkboard shall be com¬ 
plete with aluminum trim as required. To fully utilize valuable wall 
area it is recommended that all wardrobe doors be equipped with 
corkboards. Corkboards are usually !4" thick, however Richards- 
Wilcox Wardrobe Hardware is designed to accommodate any 
normal thickness cork. 
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operating hardware 
doors—wood 

doors—steel 


head and jamb 


A complete and economical “In-A-Wall” pupils’ wardrobe designed to fit any classroom recess. A 
single wardrobe may be provided with a series of 2, 4, or 6 doors that operate in pairs. The hat 
and coat racks are continuous across the entire pupils’ section accommodating 20 pupils per pair 
of doors. 

Each pair of pupils' wardrobe doors is supported on a single heavy duty ball bearing floor pivot. 
Standard operating equipment for a pair of doors includes top and bottom pivots, top guide track 
with hanger, one pair of offset hinges, and a handle. 

Since no floor tracks or protruding arms are required, the entire entryway is unobstructed, per¬ 
mitting ready accessibility to the hat and coat racks. 

Through this principle of operation the doors fold together allowing chalkboards to face each other 
thus protecting any written work so it cannot be rubbed off when pupils enter wardrobe. 

A standard single-door teacher’s wardrobe will be furnished whenever required, and is regularly 
equipped with pivots, locks, handles and a single shelf with hanger rod. Whenever specified, a 
bookcase and supply cabinet will be furnished complete with pivots, locks, handles and five ad¬ 
justable shelves. 

All interior operating hardware is cadmium plated. 

Standard equipment includes 1 2 A" flush solid or hollow core doors 2' 6" wide. Narrower or wider 
doors will be furnished if specified. Standard doors are available with any wood veneer. 

Standard steel doors are constructed of top quality, cold rolled steel. They are flush hollow metal, 
reinforced and insulated, 1 3 A" thick, 2'6" wide. Narrower or wider doors will be furnished if 
specified. 

Head and side jambs may be wood or steel to comply with doors. 


















































































CLASSROOM WARDROBES 


23d 


Ri 


These arrangements of R-W No. 785 Wardrobes offer custom built advantages at production prices. Order or specify by plan number. 
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operating hardware 


doors-wood 


doors-steel 
head and jamb 


A complete and economical "In-a-Wall” wardrobe designed to fit any classroom recess. A single 
wardrobe may be provided with a series of 3, 4, 5 or 6 multiple operated pupils’ wardrobe doors 
as required, or a combination of pupils’ sections, bookcases, supply cabinets and teacher’s ward¬ 
robe. The hat and coat racks are continuous across the entire pupils’ section, accommodating 10 
pupils per door. 

A standard single-door teacher’s wardrobe will be furnished whenever required, and is regularly 
equipped with pivots, locks, handles and a single shelf with hanger rod. Whenever specified a book¬ 
case and supply cabinet will be furnished complete with pivots, locks, handles and five adjustable 
shelves. These units are not controlled from the master door of the pupils’ section. 

Standard operating hardware will be furnished in solid bronze, lacquered. 

The design of top and bottom pivots permits a simplified adjustment in all directions so that the ^ 
pupils’ wardrobe doors can be maintained in perfect alignment. 

The top and bottom pivot units are especially heavy in construction, and designed to successfully 
withstand abuse and operate smoothly and efficiently. 

The multiple control arm at the top of the opening securely holds all pupils’ doors in their correct 
open, closed and intermediate positions without the use of any floor tracks or top tracks. Silent 
effortless operation is assured. 

Standard equipment includes a latch for the master door, but in those instances where it is desirable 
to lock the entire pupils’ wardrobe, the master door is equipped with a cylinder lock. 

Standard equipment includes 1 3 A" flush solid or hollow core doors 2'6" wide. Narrower or wider 
doors will be furnished if specified. Standard doors are available with any wood veneer. 

Standard steel doors are constructed of top quality cold rolled steel. They are flush, insulated, 1 3 A" 
thick, 2'6" wide. Narrower or wider doors will be furnished if specified. 

Head and side jambs may be of wood or steel to comply with doors. 



The Richards-Wilcox Vertical Lift “In-a-Wall” Wardrobe eliminates the need for wide aisles since 
the doors slide overhead out of the way. Each door section operates on a system of counterweights. 
Due to its simplicity through engineering, the No. 775 offers ease of action for both opening and 
closing. 

Wardrobes are available 8', 10', or 12' wide accommodating 32, 40, or 48 pupils respectively. 
The hat and coat racks with two shelves and three hook strips are continuous across the wardrobe. 
They are available in steel or wood. 

operating hardware The synchronized two-speed design hardware assures smooth easy operation. The side tracks at 
both jambs are continuous steel and the guide rollers are nylon. The counterweights, roller chain 
drive, and interconnecting roller chain hold the doors in perfect alignment and prevent buckling. 

aluminum doors Standard equipment includes 1 3 A" or 1 3 A " flush aluminum doors with honeycomb core. 


wood doors Standard equipment includes 1 3 /s" or 1 3 A " hollow core design with veneers as specified. 

chalkboard and corkboard R-W vertical lift wardrobes provide wide surfaces that can be used for either a continuous chalk- C 

board or corkboard. Both are available in various colors . . . select a color to complement the sur¬ 
rounding interior decorations. 
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'This dimension can be increased if building space is available, thus providing greater clearance for closing. 
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SPECIFICATIONS 


erate individually 


TYPE— The classroom wardrobes shall be R-W No. 785 “In-a-wall" steel (or wood) Receding Door Type as 
manufactured, installed and guaranteed by Richards-Wilcox Mfg. Co., Aurora, III. 

OPERATING HARDWARE— Each pupils’ wardrobe door shall operate independently on a single heavy duty 
pivot-arm of the full adjustment offset unit type extending from the top of the wardrobe to the floor. All weight 
shall be carried on the floor and the construction of thfe pivot-arm shall be such as to hold the doors rigid and 
in perfect alignment. No floor tracks shall be used. 

HARDWARE FINISH —All interior operating hardware shall be finished in aluminum enamel. 

STEEL DOORS —Doors shall be flush, hollow metal, reinforced and insulated, 1 3 A" thick, baked enamel finish 
in standard color as selected. 

JAMBS— Head and side jambs and divisions shall be of steel (or wood) as detailed, finished to match doors. 
WOOD DOORS —Doors shall be flush, solid vertical core construction, 5-ply, 1 3 A" thick with 1 /I 2" cross-banding 
and 1/20" Rotary Cut veneer of.(state kind of wood). 

INTERIORS —Interior equipment for pupils’ wardrobe shall include individual 5 foot sectioned standard steel 
(or wood) hat and coat racks with two shelves, three hook strips and double prong hooks. 

doors operate in pairs 


TYPE— The classroom wardrobes shall be R-W No. 781 ‘‘In-a-waH” wood (or steel) as manufactured, installed 
and guaranteed by Richards-Wilcox Mfg. Co., Aurora, III. 

OPERATING HARDWARE— The doors shall be hinged together in two-door units to operate as shown. Each 
pair of doors shall be equipped with an adjustable ball bearing floor pivot, top pivot, top guide track with 
hanger, and one pair of heavy offset hinges all supplied in cadmium plated finish. The left hand door of each 
pair shall be provided with a handle. No mullions, divisions, floor tracks or protruding arms shall be used. 
WOOD DOORS —Doors shall be flush, solid vertical core construction, 5-ply, 1 3 A" thick with 1 /I 2" cross-banding 
and 1/20" Rotary Cut veneer of.(state kind of wood). 

STEEL DOORS —Doors shall be flush, hollow metal, reinforced and insulated, 1 3 A" thick, baked enamel finish in 
standard color as selected. 

JAMBS —Head and side jambs shall be of wood (or steel) as detailed, finished to match doors. 

INTERIORS— Interior equipment for pupils’ wardrobe shall include continuous standard R-W wood (or steel) hat 
and coat racks with two shelves, three hook strips and double prong hooks. 


rating doors 

TYPE The classroom wardrobes shall be R-W No. 883 “In-a-wall” wood (or steel) multiple operation as manu¬ 
factured, installed and guaranteed by Richards-Wilcox Mfg. Co., Aurora, III. 

OPERATING HARDWARE —Each pupils' wardrobe door shall be supported on a single heavy-duty ball-point 
bearing with vertical and lateral adjustments. The top pivot shall be vertically self-adjusting. 

Top and bottom door attachments shall be provided with adjustment features by which all of the doors in the 
wardrobe can be brought into perfect facial alignment. All top pivots shall be connected by a multiple control 
bar attached to each of the top pivots in a flexible manner to prevent binding and so arranged that when the 
master door is open or closed, all other doors will open or close simultaneously. The master door shall be provided 
with a knob and latch set. 

HARDWARE FINISH —All interior operating hardware shall be of solid bronze, lacquered. 

WOOD DOORS —Doors shall be flush, solid vertical core construction, 5-ply, 1 3 A" thick with 1 /I 2" cross-banding 
and 1/20" Rotary Cut veneer of.(state kind of wood). 

STEEL DOORS— Doors shall be flush, hollow metal, reinforced and insulated, 1 3 A" thick, baked enamel finish in 
standard color as selected. 

JAMBS —Head and side jambs shall be of wood (or steel) as detailed, finished to match doors. 

INTERIORS —Interior equipment for pupils’ wardrobe shall include continuous wood (or steel) hat and coat 
racks with two shelves, three hook strips and double prong hooks. 


§ft doors 


TYPE— The classroom wardrobes shall be R-W No. 775 “In-a-wall” aluminum (or wood veneer) vertical lif 
type, as manufactured, installed and guaranteed by Richards-Wilcox Mfg. Co., Aurora, III. 

OPERATING HARDWARE —The hardware shall be of synchronized two-speed design provided with continuous 
steel tracks at both side jambs, silent guide rollers, counterweights, roller drive chain, interconnecting roller chain 
to hold doors in perfect alignment, and double sprocket assemblies. 

ALUMINUM DOORS —Doors shall be 1 3 /s" or 1 3 A" flush aluminum design with honeycomb core. 

WOOD VENEER DOORS —Doors shall be 1 3 A" or 1 3 A" flush hollow core design with exposed veneer of 
.(state kind of wood) 

INTERIORS —Interior equipment shall include standard steel (or wood) R-W hat and coat racks with two shelves, 
three hook strips, brackets, and double prong aluminum hooks. 


WORK BY OTHERS 

All plastering, rough bucks, headers, 
grounds, vent grilles, baseboards, back 
bands, casing and flooring inside the recess 
shall be furnished and installed by others 
in accordance with R-W details approved 
by the architect. For No. 775 Vertical Lift 
Wardrobes the jambs and weight en¬ 
closure panels shall also be furnished and 
installed by others. (For wood wardrobes— 
filling, painting and staining shall also be 
done by others.) 


OPTIONAL EQUIPMENT 
Chalkboards —Doors for pupils' units, sup¬ 
ply cabinets, and teacher’s closet shall be 
equipped with continuous chalkboards, the 

color to be .Include chalk 

trough. (Maximum recommended weight of 
chalkboard for Vertical Lift Wardrobes is 
1.5 pounds per square foot.) 

Corkboards —Doors for pupils' units, sup¬ 
ply cabinets, and teacher’s closet shall be 
equipped with continuous corkboards, the 

color to be. 

Umbrella Racks —Include one umbrella 
rack with drip pan in each 2-door pupils’ 
section and single-door teacher’s closet. 
(Include two umbrella racks with drip pan 
in each vertical lift pupils' wardrobe). 
Teacher’s Wardrobe —The recess shall be 
provided with a single-door teacher's 
wardrobe complete with pivots, lock, han¬ 
dle, division, shelf, and hanger rod. 
Bookcase —The installation shall include a 
bookcase complete with pivots, lock, han¬ 
dle, division, and five shelves. 

Supply Closet —The installation shall in¬ 
clude a supply closet complete with pivots, 
lock, handle, division, and five shelves. 

In the interest of progress and improve¬ 
ment these specifications may be changed 
without notice. 
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branch offices 

11412 Bellaman, N.E. AX 9-7844 

4004 Peachtree Rd., N.E. CE 3-5401 

375 Centre St., JA 2-3420 

Jamaica Plain Dist. 

428 Beach Rd. r PL 6838 

Cheektowaga 25, N.Y. 

6968 W. North Ave. BE 7-0643 

511 Provident Bank Bldg. CH 1-3902 

1575 W. 117th St. AC 6-5626 

4924 Greenville Ave. EM 8-5494 

533 E. Ohio Ave. SH 4-3359 

412 Hubbell Bldg. CH 4-0231 

19135 W. McNichols Rd. KE 7-3875 

433 Houseman Bldg. GL 1-1603 

611 M&M Bldg. FA 3-8662 

5428 N. Keystone Ave. CL 5-7492 

1102 E. 47th St. VA 1-5001 


LOS ANGELES 57 

2323 W. Third St. 

DU 8-6173 

MILWAUKEE 16 

4003 W. Capitol Dr. 

HI 2-7230 

MINNEAPOLIS 3 

321 Plymouth Bldg. 

FE 5-3813 

NASHVILLE 

1613 Franklin Ave. 

CA 7-1504 

NEW ORLEANS 16 

2025 Canal St. 

MA 0454 

NEW YORK 13 

105 Reade St. 

WO 2-1880 

OKLAHOMA CITY 6 

1605 N.W. 11th St. 

JA 5-1168 

PEORIA, ILL. 

400 Merle Lane 

2-3272 

PHILADELPHIA 7 

121 N. Broad St. 

LO 3-3068 

PITTSBURGH 28 

448 Washington Rd. 

LO 1-1836 

PORTLAND 4 

320 S.W. Stark St. 

CA 5-6473 

SAN FRANCISCO 10 

850 S. Van Ness Ave. 

Ml 8-6700 

ST. LOUIS 10 

5100 Oakland Ave. 

OL 2-5567 

SEATTLE 9 

1160 Fairview, North 

MA 2-3650 

TAMPA 4 

1010 Briarwood Ave. 

WE 5-7842 

WASHINGTON 5, D.C. 

811 Albee Bldg. 

Dl 7-0985 


ALBUQUERQUE 
ATLANTA 19 
BOSTON 30 

BUFFALO 25 

CHICAGO 25 
CINCINNATI 2 
CLEVELAND 7 
DALLAS 6 
DENVER 9 
DES MOINES 9 
DETROIT 19 
GRAND RAPIDS 2 
HOUSTON 2 
INDIANAPOLIS 20 
KANSAS CITY 10, MO. 
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